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Control and monitoring of oxygen concentration for production of hypoxic 
gaseous mixtures by separating compressed air into parallel oxygen depleted 
and enriched flows and using constant and variable pneumatic resistances 

M WO0035526A1 : METHOD FOR CONTROLLING AND MONITORING OXYGEN 
CONCENTRATION AND DEVICE FOR REALISING THE SAME 

BIO-NOVA RES TECH ASSOC Soviet institute 

BASOVICH 0 S; BASOVICH S N; SHEDIN 0 I; 

2000-442290/200107 

A61M 16/00 ; A61M 16/12 ; A61H 31/00 ; 
E36 : J04; P33, P34; 

E11-Q03J(Analysis, or detection by polarography, 
potentiometry, electrolysis - processes, apparatus) , E31-D01 
(02 production, storage) , E31-D02(O2 use, detection, 
removal) , J04-C(Using steam or vapour, in direct contact 
with coolant and separated from coolant by walls) 

( WO0035526A ) Novelty - Control and monitoring of oxygen concentration for 
production of hypoxic gaseous mixtures by separating compressed air into parallel 
oxygen depleted and enriched flows and using constant and variable pneumatic 
resistances. 

Detailed Description - The method is carried out by supplying compressed air from 
source (1) to a membrane gas separation module (3), where it is separated into two 
parallel streams of oxygen depleted and enriched flows. The air pressure is set to 
correspond to the necessary oxygen concentration. One of the parallel stream lines 
is provided with a variable pneumatic resistance (4) and the other with a constant 
pneumatic resistance (5). The pneumatic resistance is thus regulated to obtain a 
predetermined value at the point where the two streams are re-united. The oxygen 
concentration is controlled according to fixed values of the compressed air and the 
flow rate of the re-united flow of the hypoxic gas mixture. 
Use - In medicine for control and monitoring of gaseous mixtures with reduced 
oxygen content, for treatment of patients and sports training. 
Advantage - The reliability is increased whilst control is simplified. 




Description of Drawing(s) - The drawing shows a block diagram of the device 
Compressed air source 1, Gas separation module 3, Variable pneumatic resistance 
4, Constant pneumatic resistance 5 Dwq.6/6 
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